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GENERAL NOTES:
CONSTRUCTION DETAILS
[+ HARDEE'S 1. The loop detectors and conduit are to be installed prior +o the
A. Use existing mast arm and Install video detection camera on . instal lation of the final pavement and pavement markings.
B. Install 24” white heat applied preformed theroplastic pavement marking (Stopline). 2. All underground utilities shown on these plans are schematic only and
¢. instal! handhol r,rp}r not be cor,;ple’re. The contractor shall be responsible for notifying
- InsTa andhote. ‘ iM ?;83 UHL}EY Igr‘trgr to gonsiruc-fion ?o fhg; gll um :-{igsbmgy be _:_goafed
n the field. e contractor perceives that a ¢ ct between the
D. Install 37 polyvinyl chloride electrical condult (Schedule 80) (bored). utilities and the traffic signal wil| occurs the contractor shall notify
E. Install 3" polyviny! chloride electrical conduit (Schedule 80) (+renched). the project engineer immediately so that the conflict may be resolved.
' 3. All pavement markings detailed are proposed and are +o0 be installed in
F. Install non-invasive micro loop probe set with 500" lead in c_cbte. accordance with SHA standards. Refer fo Pavement Marking Plans for
6. Use existing handhole. additional detatls. -
H. Use existing conduit. 4. The Contractor shall remove all unused wiring.
J. Use existing Mast Arm pole.
K. Use existing cabinet and controller.
L. Install non-invasive micro loop probe set with 1000’ Iead in cable.
M. Contractor shall relocate sign #17 to new location on mast arm and install proposed
sign #18 to sign #17 prior location. STATE OF MARYLAND
N. Contractor shall instail overhead sign as shown. DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION
0. Contractor shall install proposed pavement marking as shown. ) .
P. Contractor shaili abandon existing handhole. US 50 AND MD 328 (MATTHEWSTOWN RD)
Q. Contractor shall abandon existing conduit. . |
R. Contiractor shail remove existing overhedad sign. / GOLDSBOROUGH ST
EASTON, MARYLAND
S. Existing overhead electric service to be maintained by Easton Power Company.
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